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UNITED STATES COAST PILOT CORRECTIONS

COAST PILOT 2               30 Ed 1998        Change No. 22
                                                                    LAST NM 50/00
Page 141—Paragraph 121, lines 1 to 2; read:

Buzzards Bay Entrance Light (41˚23'48"N.,
71˚02'01"W.), 63 feet above the water, is shown from a tower
on a red square ...

(LL/2000; 37/00 CG1) 51/00

Page 254—Paragraph 150, line 6; read:
from the north. Channels and basins have been dredged to
project depths ...

(CL 908/99; CEM-New York/86) 51/00

Page 254—Paragraph 162, lines 3 to 5; read:
North Channel to Howard Beach. In March-April 1998,
depths of about 12 feet can be carried to Howard Beach. The
channels are marked by lighted and unlighted buoys.

(BPs 168458-461; 49/93 CG1;
CL 908/99; LL/2000) 51/00

Page 256—Paragraph 176, lines 5 to 6; read:
In March-April 1998, the controlling depth was 18 feet to the
junction of Island Channel and Beach Channel, thence 13
feet (15 feet at midchannel) to Grass Hassock Channel. The
north draw of the ...

(BPs 168453-67; CL 908/99) 51/00

Page 256—Paragraph 180, line 3; read:
In March-April 1998, the controlling depth was 12 feet (15
feet at ...

(BPs 168453-67; CL 908/99) 51/00

Page 257—Paragraph 182, lines 5 to 8; read:
southeasterly ends of the basin. In March-April 1998, the
controlling depth was 10 feet (15 feet at midchannel) in the
entrance channel, thence 11 feet (15 feet at midchannel) in
the northeastern branch, thence 9 feet (15 feet at midchan-
nel) in the southeastern branch ...

(BPs 168453-67; CL 908/99) 51/00

Page 275—Paragraph 60, lines 1 to 6; read:
An abandoned lighthouse is a prominent landmark in Tar-

rytown. In August 1998, the controlling depths in the
dredged channel in Tarrytown Harbor were 7 feet (8 feet at
midchannel) in the southwest connecting channel, thence 6
feet (81/2 feet at midchannel) in the northwest connecting
channel, and 6 1/2 feet (8 feet at midchannel) ...

(BP 168512; CL 948/99; CL 1146/99) 51/00

Page 276—Paragraph 85, lines 5 to 7; read:
light. In 1990, the controlling depths were 5 feet in the south
channel, 41/2 feet in the north channel, and 21/2 feet in the
channel west of the wharves except for shoaling to 11/2 feet
near the ramps in the southeast corner of the turn leading

from the south channel to the waterfront.
(BPs 168847-49) 51/00

COAST PILOT 2               30 Ed 1998        Change No. 23
Page 125—Paragraph 90, lines 3 to 4; read:
area of shifting sandbars and is subject to shoaling. In S
tember 1998, the controlling depths in the dredged chan
were 10 feet in the left half with shoaling to bare in the righ
half to a point in the channel about 450 yards northeast
Stage Harbor Light; thence in 1988, 9 feet for 0.5 mile.

(BPs 170326-27; CL 166/2000; BP 136641) 51/0

Page 139—Paragraph 76, lines 4 to 5; read:
basin off the Coast Guard wharf on the west shore. In 199
the controlling depth was 12 feet in the channel ...

(BP 154275; CL 108/95) 51/00

Page 158—Paragraph 181, lines 9 to 12; read:
slow-no-wake zone.In 1993, the controlling depth was 4
feet in the entrance channel, thence 11/2 feet at midchannel to
the turning basin at the head of the cove with 1 to 4 feet
the basin; 4 to 6 feet was available in the anchorage ba
southward of the ...

(BPs 154473-74; CL 254/95) 51/00

Page 176—Paragraph 239, lines 5 to 10; read:
Westerly. In 1994, the controlling depth was 8 feet from th
entrance to a point just southwest of Narragansett B
Entrance Lighted Buoy 5 where the channel has be
encroached upon by the shoaling off Sand Point. Deep wa
is available, with local knowledge, north of the chann
opposite the shoal. The channel continues eastward of N
ragansett Bay Entrance Lighted Buoy 5 to Narragansett B
Entrance Buoy 9 with a controlling depth of 5 feet thence
1989, 41/2 feet to the entrance of Pawcatuck River. In March
April ...

(BP 154084; CL 20/95) 51/00

Page 192—Paragraph 223, line 7; read:
and a launching ramp. In 1993, depths of 1  to 6 feet were

(CL 1420/94; BP 153326) 51/00

Page 223—Paragraph 229, lines 9 to 10; read:
Glen Island Channel, marked by buoys, is on the sou
southwest side of the island. The channel entrance
between Hog Island and Glen Island and runs along t
southwest edge of Glen Island to the channel betwe
Travers Islands and Glen Island. In 1990, the controllin
depth in the channel was 61/2 feet except for a 21/2 foot shoal
spot in the west side of the channel about 100 yards nor
west of Glen Island Channel Buoy 6.

(BP 168846; LL/2000) 51/00

Page 223—Paragraph 231, lines 11 to 13; read:
In 1990, the narrow dredged channel in the harbor had a c
trolling depth of 5 feet (6 feet at midchannel) to within 10
yards of the dam at the head.

(BPs 168844-45) 51/00
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Page 228—Paragraph 357, lines 2 to 3; read:
has a dredged channel fromMosquito Cove to the head. In
1994, the controlling depth was 21/2 feet in the right half of
the channel with shoaling to less than a foot in the left half ...

(BPs 153032-33; CL 1282/94) 51/00

Page 243—Paragraph 139, lines 1 to 2; read:
In March 1999, the midchannel controlling depth was 8

feet in the channel from Point Lookout ...
(BPs 168573-74; CL 970/99) 51/00

Page 259—Paragraph 205, lines 4 to 6; read:
faces southeastward. In January 1998, the channel leading to
the pier on the west side of the island had a controlling depth
of 13 feet, with depths of 11 feet along the northwestern and
eastern edges of the dredged area near the pier.

(CL 2064/99; BPs 169993-94; 51/99 CG1) 51/00
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